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DECISIVE MOMENTS. 








EXTREME CONDITIONS. 
STILL OR VIDEO, 
CAPTURED WITH 
ONFIDENCE. 





Imagine being able to see the unseen: 
Moments that have always existed 

But have been just out of reach. 

Imagine knowing that when the time comes, 
You'll be ready. 


With the absolute confidence of never missing a 
single detail, 

In scenes of constant motion, 

In ice cold or searing heot, 

To bring these untold moments to light. 


Now the time has come. 

With the arrival of a true next level flagship 
mirrorless camera: 

Fast, powerful, dependable — in an incredible 
range of scenarios. 

Experience ultimate professional image-making like 
never before. 

Whatever the challenge, whatever your goal, 
Nothing stands in your way. 


Nikon Z 9: Unstoppable 
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Powerful AF that can detect 
9 different subject types 
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JEFF 
PACHOUD 


olele geile‏ شروت 





SHANNON 
WILD 


@shannon__wild 


The Real-Live Viewfinder is a revolution 


The Z 9 has solved the biggest paradox of photography. The only picture you don't 
see is the one you shoot — until now. The Real-Live Viewfinder is a revolution, 
because it lets me keep contact with the subject's action at all times and allows me 
to see in a natural way, which is so important. 


© Jeff Pachoud 





© Shannon Wild 


| wasn't even aware this kind of clarity and sharpness was achievable 


| love how robust it is. | can go out into extreme environments, whether that’s cold, 
hot, or dusty and dry, with confidence that the gear is going to work. | also love the 
beautiful combination of absolute clarity and sharpness with the creamy bokeh of 
the Z 9 and NIKKOR Z lenses. I’m absolutely a convert and | cant go back now. 


The 8K UHD video is so high quality it’s a big game changer for my work 


When | saw the 8K UHD footage from the Nikon Z 9 for the first time, | was actually 
blown away. We zoomed in 100% and the sharpness was unbelievable. If | pull out 
stills from the footage to use as prints, they can easily satisfy my fashion and luxury 
beauty clients who always look for the highest quality. 
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It makes my practice so much bigger than | ever thought was possible. 


With martial artists the movements are fast paced, but even when my talent was 
going in and out of frame the camera continually picked up on her eyes. Within my 
work, lm trying to get more detail out of skin, tonality, and texture. The fact that the 
۶ 9 has 10-bit [video recording] means that what | can do is so vast. 


CHRISTIAN 
AMMANN 


@christianammann R 


photographer 


KONAN 
MCKENZIE 


@ronanksm 
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TENACIOUS AUTOFOCUS 


Range of 9 different subject types 


The Z 9 can detect and focus on a person's eye even if it is 
small in the frame and through goggles or sunglasses. The 
AF system also detects birds, motorcycles, bicycles, cars and 
airplanes, as well as cats and dogs. Leave focusing to the 


camera while you concentrate on your image composition. 


Technologies for advanced AF 


The 2 95 powerful AF system is the result of three 
technologies: an unprecedented AF calculation speed of 

120 cycles per second, intelligent subject detection developed 
using deep learning, and rapid, constant communication of 
AF information between the lens and camera body via the 


Z mount. 





3D-tracking 


3D-tracking has long been praised for its tracking performance 
with Nikon D-SLRs, and the Z 9 brings this feature to the 

Z series for the first time. Coupled with subject detection 
developed using deep learning, it continually tracks a subject 
such as a racing car that drives by quickly, or a swiftly moving 


athlete. 


Dynamic-area AF 


The Z 9 brings new advances by offering three dynamic-area 
AF modes: (S) with a focusing area equivalent to that of the 
D6, (M) with an area as big as that of the Z ,ا(7‎ and (L) with 


an even larger focusing area. 


REAL-LIVE VIEWFINDER 


In the world of sports photography, decisive moments are often hidden within the tiniest fraction of 


a second. To capture these moments, photographers follow each movement through the viewfinder 


with continuous shooting. The Z 9 is the first camera” with a viewfinder which reveals every single 


moment*?. 


Real-Live Viewfinder mechanism 


Nikon's dual-stream technology, enabled by the new stacked 
CMOS sensor and EXPEED 7 engine, separately processes 
live-view images (including EVF view) and still images to be 
recorded. This dedicated live-view image processing realizes 
the Real-Live Viewfinder, delivering a smooth view that reveals 


every single moment. 


New stacked CMOS sensor 


The Z 9 incorporates Nikon's unique stacked CMOS sensor 
featuring 45.7 effective megapixels, which enables approx. 

12x faster readout compared to the ۶7۱ The world’s fastest? 
scanning speed makes it possible to minimize rolling-shutter 


distortion. 


Powerful EXPEED 7 for high-speed, peak 
performance 


The new EXPEED 7 image-processing engine takes full 
advantage of the stacked CMOS sensor's potential and 
approx. 10x faster processing speed compared to the Z ۷۰ 
The engine processes the Real-Live Viewfinder, while also 
achieving high performance AF, 8K in-camera video recording, 


۸۱/1200 and more advanced features. 


Superb view under harsh light — the world’s 
brightest*! Quad-VGA panel supporting 3000 cd/m? 


The Z 9 incorporates a new Quad-VGA panel, in which 
brightness can be manually raised up to 3000600/۳۰ This 
allows you to see your subjects through the viewfinder more 


clearly. 


*] As of October 28, 2021, among digital cameras, based on Nikon research. 

*2 Smoothness of the viewfinder image will differ depending on settings such 
as shutter speed, etc. 

*3 As of October 28, 2021, among mirrorless cameras incorporating an image sensor with 
30 megapixels or larger, based on Nikon research. 
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NEW-FOUND MOMENTS 


High-Speed Frame Capture+* at up to 120 fps — revealing moments that last for less than 1/100 second 


When you want to capture the exact moment such as a high diver’s fingertips hitting the water or a tennis ball momentarily 
deformed by the impact of the racket, the Z 9 offers new High-Speed Frame Capture+ with AF/AE tracking. With C120, you 
can take approx. 1l-megapixel still images at 120 fos. With C30, you can shoot approx. 45-megapixel images at 30 fps. 


* JPEG normal image quality only. The number of frames that can be shot is less than that of high-speed continuous shooting. Use of a recommended card is advised. 


Capture long sequences from start to finish — 
high-speed continuous shooting at 20 fps for 
more than 1000 frames* 


To capture the decisive moment, sometimes you need 

the whole story. Thanks to CFexpress Type B's fast writing 
speed, the Z 9 allows you to keep shooting more than 
1000 frames at approx. 20 fps in JPEG (L) fine and High- 
Efficiency RAW. With remarkable AF performance, you can 
continue shooting figure skaters or rhythmic gymnasts from 
beginning to end. 

* When using ProGrade Digital COBALT cards. Up to approx. 


3 seconds of 20-fps high-speed continuous shooting is possible 
in RAW + JPEG or JPEG + JPEG 


Silent mode, ready for a variety of situations 


Featuring a body design eliminating the need for a 
mechanical shutter, the Z 9 lets you release the shutter without 
a click sound”. For occasions when you wish to be even 
quieter, the silent mode also turns off the VR lock as well as 
menu operation sounds, while minimizing lens drive noise. 


* A simulated shutter sound and release timing indicator can be set as 
necessary. 





1/32000 sec. shutter speed and fast NIKKOR Z 
lenses maximize your creative expression 


One of NIKKOR Z's most attractive points for image-makers is 
its beautiful bokeh without aberration even with the aperture 
wide open. The Z 9 opens up the usage still further for 
commercial and fashion photographers. Combined with its 
ISO 64 capability and 1/32000 sec. shutter speed, it allows 


use of the maximum aperture of fast NIKKOR Z lenses. 


EXCELLENT VIDEO QUALITY & PERFORMANCE FOR PRACTICAL APPLICATIONS 


The most practical*! 8K UHD/30p — the world’s 
longest*', at over 2 hours of in-camera recording to 
help you capture the decisive moment 


The growing demand for 8K video is making it essential for 
professional shoots with mirrorless cameras. The Z 9 was 
developed to meet such needs by providing truly practical 

8K video recording. It efficiently dissipates heat, letting you 
continue recording 8K UHD/30p video*? in-camera for as long 
as 125 minutes**. After a firmware update the Z 9 can record 
RAW 8K video in ultra-smooth 60p**. With the astonishing 
resolving power of NIKKOR Z S-Line lenses and full pixel 
readout, 8K UHD/30p video reveals amazingly sharp detail 
from edge to edge. Now, you can record H.265 (HEVC) 10-bit 
and 8-bit. For users like photojournalists who need to send 
their footage right away, Picture Control Auto optimized for 
video provides an instant natural look and colors. The camera 
detects 9 kinds of subject even with video AF. Select the “auto” 
subject detection option to have the camera automatically 
detect any of these subjects without changing settings — 
convenient when you need to suddenly switch subjects. Not 
only that, but the algorithm for AF speed [-5] and [+5] settings 
has also been improved to address filmmakers’ needs. It now 


lets you track a variety of subjects ranging from those moving 


© Frame size/frame rate 
اليا‎ 4.265 10-bit (MOV) 

j 7680x4320; 00 
Ej 7680x4320; 25p 
33 7690*4320 24p 
ESE 3840x2160; 120p 

256 3840x2160; 100p 


extremely slowly to rapid action. What's more, “AF drive for 


when subject is not detected” can be set to “off,” enabling you 
to maintain the focus position in scenes where the subject is 


temporarily obscured. 


*] As of October 28, 2021, among mirrorless cameras, based on Nikon research. 
*2 In FX-based video format only. 


*3 At a temperature of 23°C. With an EN-ELI8d Rechargeable Li-ion Battery in 
use. When video recording starts immediately after powering on. CFexpress 
Type B cards with fast writing speed are recommended for video recording. 


*4 A firmware update (available Spring 2022) is required to 
enable in-camera 8K/60p video recording. 
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2.3x angle FX-based 
of view video format 


Full-frame 4K UHD/120p for dramatic slow motion 


In-camera video recording for the maximum 125 minutes is 
also possible with 4K UHD/120p. You can create dramatic 
slow motion in full frame without any crop. A 2.3x crop format 
is also available in 120p, which allows you to come closer to 
your subject without changing lenses. Furthermore, in-camera 
recording is possible in H.265 10-bit and 8-bit at any frame 
rate, allowing you to choose the format best suited for your 


postproduction needs. 





Electronic VR expands handheld shooting 
opportunities 


For video recording, the Z 9 features a leap forward in 
electronic VR*', available in addition to in-camera VR and 
Synchro VR. Thanks to EXPEED 7, image blur caused by 
camera shake in handheld shooting is more powerfully 
compensated”*’ than before, facilitating recording while 
walking. It can also correct the trapezoid distortion* 


common with wide-angle lenses. 


*l With electronic VR, the angle of view becomes equivalent to 1.25x the 
focal length of the lens in use. Not compatible with 1200/1000 and 8K 
UHD. 


*2 Available when paired with NIKKOR Z lenses. 


Seamless video shooting workflow with enhanced 
operability 

The Z 9 offers various functions to help filmmakers’ workflow 
progress smoothly and without error. Tack-sharp focus is 
critical in 8K and 4K video. For the first time in the world”! the 
Z9 makes zooming available during movie playback pause to 
check focus in-camera and on-site. Manual focusing with the 
NIKKOR Z 70-200mm f/2.8 VR S* can be controlled similarly 
to cine lenses as the focus shifts precisely according to the 
rotation angle. To make finding your desired moment easier 
during playback, the camera lets you customize how far you 
want to skip — either by seconds or by frames — using the 
main/sub-command dial. Meanwhile, the zebra pattern can 
also indicate “mid-tone range” — convenient for checking 
brightness on human subjects. HDMI output*? display latency 
is reduced than with conventional models. 


*] As of October 28, 2021, among mirrorless cameras, based on Nikon research. 
*2 Requires firmware update. 
*3 Not compatible with RAW video output to external recorders. 
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Professional operability in an approx. 
20% smaller body than the 6 


For professionals, it’s essential that their 
camera has a well-thought-out button 

and dial layout that works to minimize 
operational errors, and a number of buttons 
customizable according to each need. With 
that in mind, the Z 9 is designed to fulfill 
those demands, while also achieving a body 
20% smaller than the Dé. The dedicated 

AF mode button allows you to change 

AF modes and AF area modes without 


removing your eye from the viewfinder. 


Enhanced reliability over the D6 for rugged use 


The Z 9 achieves D6é-equivalent superior robustness, including 
dust and drip resistant performance even when the tilting 
monitor is pulled out — but it also goes a step further. The 
front and rear covers, incorporating magnesium alloy, are 
integrated with the bottom for even greater heat dissipation 
efficiency. In addition, a VR lock protects the sensor from the 
risk of losing accuracy, for example by swaying during bumpy 


off-road travel during wildlife shoots. 


Assisting astrophotography — button illumination, 
starlight view and warm display colors 


For smooth operation in dark environments, essential buttons 
for camera settings and image playback can be illuminated. 
The Z 9 newly incorporates starlight view, which makes 

the EVF display and LCD monitor brighter to help you see 
subjects more clearly in dark situations. This mode facilitates 
autofocusing in dark scenes. In addition, warm display color 
options are available, shifting displays of shooting, menu and 


playback to warmer colors that are easy on the eyes. 


NEXT-LEVEL CONFIDENCE IN A RANGE OF SCENARIOS 


Free NX Tether software for simple, reliable tethered 
shooting 


Tethered shooting is essential for fashion, commercial and 
other studio shoots. With the NX Tether, this becomes a 
smooth process via its simple, intuitive interface and great 


compatibility with a diverse range of editing software. 


Nikon's first 4-axis vertical /horizontal 
tilting monitor for flexible shooting 


Nikon's flagship cameras have always been 
designed with thorough consideration 

for vertical shooting as well as horizontal. 
The Z 95 4-axis tilting mechanism lets 
photographers tilt the display 90 degrees 
upward and 43 degrees downward in the 
horizontal position, as well as 90 degrees 
upward and 23 degrees downward in 


vertical. 


Enhanced handheld shooting with up 
to 6.0-stop compensation 


The Z 9 delivers advanced vibration 
reduction (VR) with Synchro VR*! where 
5-axis in-body VR and 2-axis lens VR work 
together, achieving an effect equivalent to 
a shutter speed up to approx. 6.0 stops*? 


faster. 


*] Compatible with the NIKKOR Z 70-200mm f/2.8 VR S, 
NIKKOR Z MC 105mm f/2.8 VR 5 and NIKKOR Z 100- 
400mm f/4.5-5.6 VR S. The NIKKOR Z 70-200mm f/2.8 
VR S requires firmware update. 


*2 Based on CIPA Standards. When using the telephoto 
end of the NIKKOR Z 70-200mm f/2.8 VR S with 
NORMAL mode. 





NX MobileAir for fast image transfer using a 5G 
smartphone 


Reliable image transmission from the Z 9 to a 6 
(Android/iOS*) with the NX MobileAir installed is ensured via 
a USB cable, and from there you can send images at high 
speed via 5G smartphone using FTP communication. 


* A dedicated cable is required to connect with an iOS smartphone. 


ULE 


The NIKKOR lenses adopt-the Nikon Z mount system-thatfeatures completely new specifications such_as a large inner 
diameter of 55 mm and a short flange tocal distance\of 16mm. These sødificatons realise much higher flexibility in 18 
lens design that هع 1۷-011۳ رز 9۱20۱2 ماوت‎ optical 0۳0۲۳۹۵ 

While greatly 60۵0۲۱۵۱۲6۴۲۲6 range -of image expression, the NIKKOR Z lenses provide ۴6۴۵۲۲۵۵16 00۲۵0۵ وه‎ 
possibilities by integrating traditiondl optical technologies consecutivêly inherited from the NIKKOR-concépt With the. 
dynamism of Nikon's constantly advancing technologies. 















NIKKOR Z 100-400mm f/4.5-5.6 VR S 

٠ Exquisite image expression with 
outstanding rendering performance 
at all zoom positions, even when 
attaching a teleconverter. 


٠ Nano Crystal Coat and ARNEO 
Coat ensure sharp and clear 
images even under harsh 
conditions. 


Mount Adapter FTZII 


The Mount Adapter ۲۲۶۱۱ allows long-time Nikon 

D-SLR users to continue utilising their existing 

NIKKOR_F lenses seamlessly with 

the New Z mount mirrorless 

camerarSystem. Image quality 

and AF/AE performance 

equivalent to using NIKKOR F 

lenses with Nikon D-SLRs are 

۰ Remarkably enhanced operability ensured. 
with advantageous features that 
support telephoto zoom shooting 
reliably. 


NIKKOR Z MC 105mm f/2.8 VR S 


٠ Balances superior resolution from 
close to far focus distances and 
beautiful bokeh. 


٠ Shooting is possible for a wide 
variety of scenes, not just macro 
photography. 


Z9 NIKKOR Z MC 105mm f/2.8 VR S © Christian Ammann 


٠ Minimum focus distance of 0.29m 
and ۱:1 maximum reproduction 
ratio. 


NIKKOR 2 50mm f/1.2 5 


٠ The fast maximum aperture of f/1.2 
delivers dramatic image expression 
with superb definition and smooth, 
beautiful bokeh. 


٠ Clear and crisp, high-resolution 
images with minimal aberration 
can be captured thanks to an 
ideal lens construction. 


Z9 NIKKOR Z 50mm f/1.2 5 © Kenta Aminaka 





SYSTEM CHART FOR Z 9 














— SPEEDLIGHTS BATTERY & CHARGER 


Rechargeable Li-ion 
Battery EN-ELI8d 





SB-5000 SB-700 SB-500 Battery Charger 


e SB-R200 Wireless Remote Speedlight MH-33 


٠ SU-800 Wireless Speedlight Commander 























_ SMART DEVICE TRANSFER 


— MOUNT ADAPTER 
APPLICATIONS 


NIKKOR LENSES‏ م 
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SnapBridge* NX MobileAir* 









Mount Adapter FTZII 
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NIKKOR F lenses _ VIEWFINDER 
ACCESSORY 


















COMPUTER SOFTWARE ~~ 





= REMOTE CONTROL 
ACCESSORIES 











NX Studio* NX Tether” 





Rubber Eyecup DK-33 
Wireless Remote 


Controller WR-1 


















_ DISCOVER MORE ۲ 
ACCESSORIES Wireless 7 
Transmitter” Control Pro 2* 






Wireless Remote 
Controller WR-Rlla 





Webcam Utility 





Webcam Utility* 














*Can be downloaded from the Nikon website via the Download Center. 


THE Z 9 IS DESIGNED TO EVOLVE 


The Z 95 performance and features will continue to be enhanced. RAW video in-camera recording up to 
8K/60p and more features are scheduled to be added. Improvements will continually meet further needs. 


Main features and functions to be upgraded: 


٠ In-camera 12-bit RAW video (over 8K/60p) recording 
e Slow shutter speed in video M mode 
٠ ISO sensitivity setting in 1/6 EV in video M mode 


٠ Consolidated video info display 


٠ Waveform monitor display 
٠ Display of red REC frame during video recording 


٠ Switching magnification rate during video recording 


SPECIFICATIONS 


Type of camera 
Lens mount 


Digital camera with support for interchangeable lenses 
Nikon Z mount 


Bracketing types 
Video metering modes 


Exposure, flash, white balance, and ADL 
Matrix, center-weighted or highlight-weighted 





Compatible lenses 


Effective pixels 
Image sensor 
Total pixels 
File format 


۰ Z mount NIKKOR lenses * F mount NIKKOR lenses (mount adapter 
required; restrictions may apply) 


45.7 million 

359 x 23.9 mm CMOS sensor (Nikon FX format) 

52.37 million 

۰ NEF (RAW): 14 bit; choose from lossless compression, high efficiency 
(x), and high efficiency options ۰ JPEG: JPEG-Baseline compliant 
with fine (approx. 1:4), normal (approx. 1:8), or basic (approx. 1:16) 
compression; size-priority and optimal-quality compression available 


۰ NEF (RAW)+JPEG: Single photograph recorded in both NEF (RAW) 
and JPEG formats 





Picture Control System 


Auto, Standard, Neutral, Vivid, Monochrome, Portrait, Landscape, 
Flat, 20 Creative Picture Controls; selected Picture Control can be 
modified; storage for custom Picture Controls 





Storage media 


CFexpress (Type B), XQD memory cards 





Dual card slots 


Viewfinder 


The card in Slot 2 can be used for overflow or backup storage, for 
separate storage of NEF (RAW) anda PEG pictures, or for storage of 
duplicate JPEG pictures at different sizes and image qualities; pictures 
can be copied between cards 


1.27-cm/0.5-ine"approx. 3690k-dot (Quad VGA) OLED electronic 
viewfinder with. color balance and auto and 16-level manual 











Frame size (pixels) 
and frame rate 


۰ 7680x4320 (8K UHD); 300 (progressive), 25p, 24p 

٠ 3840x2160 (4K UHD); 1200, 1000, 600, 500, 300, 250, 0 

۰ 1920 x 1080; 120p, 1000, 600, 50۵, 300, 290, 240: Actual frame rates 
for 120p, 1000, 600, 50p, 300, 260, and 240 are 119.88, 100, 59.94, 50, 
2997, 25, and 23.976 fps respectively 





File format 


MOV, MP4 





Video compression 


Audio recording format 


Apple ProRes 422 HG (10 bit), H.265/HEVC (8/10 bit), H.264/AVC (8 
bit) 

Linear PCM (for videos recorded in MOV) or AAC (for videos 
recorded in MP4) 





Audio recording device 


Built-in stereo or external microphone with attenuator option; 
sensitivity adjustable 





Exposure compensation 


-3 to +3 EV in steps of 1/3 or 1/2 EV 





ISO sensitivity 
(Recommended Exposure Index) 


۰ M mode: Manual selection (ISO 64 to 25600 in steps of 

1/3 or 1 EV); with additional options available equivalent to approx. 
0.3, 0.7, 1 or 2 EV (ISO 102400 equivalent) above ISO 25600; auto ISO 
sensitivity control (ISO 64 to Hi 2.0) available with selectable upper 
limit * P, ٩ or A mode: Auto ISO sensitivity control (ISO 64 to High 2.0) 
with selectable upper limit 





Other video options 


Time-lapse video recording, electronic vibration reduction, time 
codes, N-Log and HDR (HLG) video 


























brightness controls USB Type-C USB connector (SuperSpeed USB); connection to built-in USB 
Viewfinder frame coverage = Approx, lol horizontal and 100% vertical port is recommended 
Viewfinder magnification Approx. 0.8x (50 mm lens at infinity, -1.0 mi) HDMI output Type-A HDMI connector & 
Monitor 1 8-cm/3.2-in., approx. 2100101 vertically and horizontally tilting TFT Audio input Stereo mini-pin jack (3.5=mm diameter; Plig: in power supported) 

, ¥ touch-sensitive LCD with 170° viewing angle, approx. 100% frame Audio output StereOymaini-pin jack (3.5-mm diameter) 
=| coveragerand color hglance and ll-level manual brightness controls Ten-pin remoteltéfminal Built-in; can be used with MC-30A/MC-36A remote cords and other 

Shutter type Electronic shutter with shutter sound and sensor shield optional accessories 
Shutter speed EZAN) td 505 in steps of 1/3, 1/2 and 1 EV, extendable to 900 s in Ethernet RJ-45 connector; * Standards: IEEE 802.3ab (IOOOBASE-T), IEEE 

mode M, bulb, time >» + 802.3u (IOOBASE-TX), IEEE 802.3 (IOBASE-T) ۰ Data rates (Max. logical 

data rates according to IEEE standard; actual rates may differ): 
H, High- F 9 ۱ / 
ا‎ ee oe ee 10/100/1000 Mbps with auto detect + Port: 1000BASE-T/100BASE- 
TX/IOBASE-T (AUTOMDIX) 

Approximate frame advance rate _ * Continuous L: Approx. | to 10 fps * Continuous H: WiFi N 
(measured by in-house tests) Approx. 10 to 20 fps ٠ High-Speed Frame Capture+ (C30): Approx. ۳ سر‎ 

30 fps * High-Speed Frame Capture+ (C120): Approx. 120 fos Bluetooth Available 


Exposure metering system 


TTL metering using camera image sensor 


Supported GNS systems 


GPS (USA), GLONASS (Russia), QZSS (Japan) 





Exposure metering modes 


۰ Matrix metering ۶ Center-weighted metering: Weight of 75% given 
to 12- or 8-mm circle in center of frame or weighting can be based 
on average of entire frame * Spot metering: Meters circle with a 
diameter of approx. 4-mm centered on selected focus point 

° Highlightweighted metering 





Metering range (ISO 100, 
1/2.0 lens, 20°C) 


-3 to +17 EV 





ISO sensitivity 


ISO 64 to 25600 in steps of 1/3 or | EV; can also be set to 


(Recommended Exposure Index) approx. 0.3, 0.7 or 1 EV (ISO 32 equivalent) below ISO 64 to 


approx. 0.3, 0.7, 1 or 2 EV (ISO 102400 equivalent) above ISO 25600; 
auto ISO sensitivity control available 





Active D-Lighting 


Autofocus type 


Can be selected from auto, extra high 2, extra high 1, high, normal, 
low or off 


Hybrid phase-detection/contrast AF with AF assist 





AF detection range 
(in photo mode, AF-S, ISO 100, 
f/1.2 lens, 20°C) 


65 to +19 EV (85 to +19 EV with staright MKT 





Focus points (in photo mode, 
FX format, single-point AF) 


493 points 





AF-area modes 


Camera on-board VR 


Pinpoint AF, single-point AF, dynamic-area AF (S, M and L), wide- 
area AF (S and L), auto-area AF, 3D-tracking and subject-tracking 
AF (available in video made, only); Rinpoint AF, 0۹ area AF. oe 
3D-tracking are ailai iia) photo mode only “™ 


5-axis image sensor shift 





Lens on-board VR 
Flash control 


Lens shift (available with VR lenses) 


TTL: i-TTL flash control: i-TTL balanced fill-flash is used with matrix, 
center-weighted, and highlight-weighted metering, standard i-TTL fill- 
flash with spot metering 





Flash modes 


Front-curtain sync, slow sync, rear-curtain sync, red-eye reduction, 
red-eye reduction with slow sync, off 





Nikon Creative Lighting 
System (CLS) 


White balance 


cms www.europe-nikon.com 


i-TTL flash control, radio-controlled Advanced Wireless Lighting, 
optical Advanced Wireless Lighting, modeling illumination, FV lock, 
color information communication, auto FP high-speed sync, unified 
flash control 


Auto (3 types), natural light auto, direct sunlight, cloudy, shade, incandescent, 
fluorescent (3 types), flash, choose color temperature (2500 to 10000 K), 
preset manual (up to 6 values can be stored), all with fine-tuning 


G fb.com/NikonEurope 





Data acquired 


Latitude, longitude, altitude, UTC (Universal Coordinated Time) 





Clock synchronization 


Camera clock can be set to time acquired via GNSS 





Track logs 


NMEA-compliant 





Log interval 


15 s, 00 sl min. min., 5 min. 





Max. log recording time 


6, 12 or 24 hours 











Log deletion Supported 

Battery 0361۲۱۱-۲180 188001019606 Li-ion Battery; EN-ELI8c, EN-ELI8b, EN- 
ELI8a and EN-ELI8 can also be used; Note that fewer pictures can 
be taken on a single charge than with the EN-ELI8d and that the 
EH-7P.Charging AG Adapter can be used to charge ۱۷-180, EN- 
۲۲۱۵6600 EN-&LI8p batteries only 

Charging AC adapter JEH-/P Charging AC Adapter 

AC adapter EH-6d AC Adapter; requires EP-6a Power Connector (available 
separately) 

Tripod socket 0:635.cm; 174 in., ISO 1222 


Dimensions (W x H x D) 


Approx. 149 x 149.5 x 98:5 mm/59 x 59 x 3.6 in. 





Weight 


Mic 
Operating environment 


Supplied accessories 


۰ XQD is a trademark of Sony Corporation. * 


Approx. 1340 g with battery and two memory cards but without 
body cap and accessory shoe cover; approx. 1160 g (camera body 
only) 


Temperature: -10 to 40°C; humidity: 85% or less (no condensation) 


BF-NI Body Cap, EN-ELI8d Rechargeable Li-ion Battery, 

MH-33 Battery Charger, EH-7P Charging AC Adapter, 

DK-33 Rubber Eyecup, HDMI/USB Cable Clip, AN-DC24 Strap, UC- 
E24 USB Cable, BS-1 Accessory Shoe Cover 


CFexpress is a trademark of the CompactFlash Association. 


* HDMI, the HDMI logo and High-Definition Multimedia Interface are trademarks or registered trademarks 
of HDMI Licensing LLC. + Wi-Fi® and the Wi-Fi logo are trademarks or registered trademarks of the Wi-Fi 
Alliance®. + The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. 
and any use of such marks by Nikon is under license. * Powered by intoPIX technology. * Other products 


and brand names are trademarks or registered trademarks of their respective companies. ° 


Images in 


viewfinders, on LCDs and monitors shown in this material are simulated. ۶ Nikon reserves the right to change 
the appearance and specifications of the hardware and software described in this material at any time and 


without prior notice. 
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